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Questionnaire for fixed network operators with fibre to the building (FTTB) and in-building copper twisted pair
Introduction
BEREC invites fixed network operators with fibre to the building (FTTB) and in-building copper twisted pair to complete this questionnaire. The BEREC Work Programme 2024 (section 1.13)[footnoteRef:1] includes the project “Update of criterion 3 of the BEREC Guidelines on very high capacity networks.” The objective of this project is to update criterion 3 based on data from fixed network operators. [1:  https://www.berec.europa.eu/en/document-categories/berec/berec-strategies-and-work-programmes/berec-work-programme-2024 ] 

The European Electronic Communications Code (EECC, Article 82) provides that ’BEREC shall, after consulting stakeholders and in close cooperation with the Commission, issue guidelines on the criteria a network has to fulfil in order to be considered a very high capacity network, in particular in terms of down- and uplink bandwidth, resilience, error-related parameters, and latency and its variation.’ BEREC approved the BEREC Guidelines on very high capacity networks for publication in October 2020 (BoR (20) 165).[footnoteRef:2] [2:  https://berec.europa.eu/eng/document_register/subject_matter/berec/regulatory_best_practices/guidelines/9439-berec-guidelines-on-very-high-capacity-networks ] 

[bookmark: _Hlk152333665]The BEREC Guidelines on very high capacity networks (paragraph 18) define four criteria and any network that meets at least one of these criteria is considered to be a very high capacity network. Criteria 1 and 2 result directly from the definition of the term ‘very high capacity network’ in the EECC (Article 2(2)), while criteria 3 and 4 are not only based on this definition but also on data collected from network operators. Criteria 3 and 4 provide that any network providing a fixed-line connection (criterion 3) or wireless connection (criterion 4) which is capable of delivering, under usual peak-time conditions, services to end-users with a certain quality of service (performance thresholds for criteria 3 or 4) is considered to be a very high capacity network.
According to Article 82 of the EECC, ‘BEREC shall update the guidelines by 31 December 2025, and regularly thereafter’. For this reason, BEREC included in the BEREC Work Programme 2024 the project “Update of criterion 3 of the BEREC Guidelines on very high capacity networks”. BEREC already updated criterion 4 in 2023 (BoR (23) 164)[footnoteRef:3] and criteria 1 and 2 do not need to be updated, as they do not depend on technological developments. [3:  https://www.berec.europa.eu/en/document-categories/berec/regulatory-best-practices/guidelines/berec-guidelines-on-very-high-capacity-networks-2023 ] 

Confidentiality of data: BEREC will keep all data that it will receive from the stakeholders strictly confidential. Data will be used in the BEREC documents which will be published only in anonymised or aggregated form and it will not be possible to draw conclusions on the data of individual companies.
[bookmark: _Toc6337394][bookmark: _Toc6337395][bookmark: _Toc6337396][bookmark: _Toc6337397][bookmark: _Toc6337398][bookmark: _Toc6337399][bookmark: _Toc6337400][bookmark: _Toc6337401][bookmark: _Toc6337402][bookmark: _Toc6337404][bookmark: _Toc6337406][bookmark: _Toc6337408][bookmark: _Toc6337410][bookmark: _Toc6337412][bookmark: _Toc6337414][bookmark: _Toc6337416][bookmark: _Toc6337418][bookmark: _Toc6337420][bookmark: _Toc6337422][bookmark: _Toc6337423][bookmark: _Toc6337428][bookmark: _Toc6337429][bookmark: _Toc6337431][bookmark: _Toc6337433][bookmark: _Toc6337435][bookmark: _Toc6337437][bookmark: _Toc6337439][bookmark: _Toc6337441][bookmark: _Toc6337443][bookmark: _Toc6337445][bookmark: _Toc6337446][bookmark: _Toc6337449][bookmark: _Toc6337450][bookmark: _Toc6337452][bookmark: _Toc6337454][bookmark: _Toc6337456][bookmark: _Toc6337458][bookmark: _Toc6337460][bookmark: _Toc6337462][bookmark: _Toc6337464][bookmark: _Toc6337466][bookmark: _Toc6337467]

Return of the questionnaire: Please send the completed questionnaire to the following BEREC e-mail address by 31 May 2024 at the latest: VHCN@distro.berec.europa.eu

Questionnaire
[bookmark: _Hlk150870531]Name of the company:
Country of the company (to which the answers refer to):[footnoteRef:4]  [4:  If your company operates in multiple EU countries, please fill out the questionnaire for each country separately.] 

Contact (email):
(1) [bookmark: _Ref529446900][bookmark: _Ref151973387]Do you have a fixed network based on fibre to the building (FTTB) with a deployment (at least pilot use or field trials) of G.fast 212 MHz or a more advanced access technology (e.g. MGfast) on the in-building twisted pair[footnoteRef:5] (Yes /No)? [5:  On copper twisted pair usually used in buildings (not e.g. on twisted pair cables of category 5 or higher).] 


If the answer to question (1) is “No”, it is not necessary to fill in this questionnaire. 

(2) [bookmark: _Ref525905452]What is the achievable end-user QoS (see Box 1 below) in your fixed network based on fibre to the multi-dwelling building and the deployment of the most advanced access technology (e.g. G.fast or MGfast) on the in-building twisted pair5 with regard to the parameters a) to h) below (see next page)?
Please answer this question for two scenarios under the following conditions:
	Scenario 1 (current situation)
	Scenario 2 (pilot deployment/field trial)

	(i) [bookmark: _Ref157079580](i) Under usual peak-time[footnoteRef:6] conditions;  [6:  The peak-time is the time of the day with a typical duration of one hour where the network load usually has its maximum.] 


	(ii) 	For the service with the highest data rate (down+up) as currently provided in your network (based on fibre to the multi-dwelling building and the most advanced access technology on the in-building twisted pair)
	 (ii) For the service with the highest data rate (down+up) based on the most advanced access technology (e.g. G.fast or MGfast) deployed in a pilot deployment or a field trial in your network (provided to the end-users which are currently subscribed to the service with the highest data rate from scenario 1)[footnoteRef:7] This implies that the complete VDSL spectrum is used for G.fast or MGfast. [7:  Please assume that the end-users which use the service with the highest data rate currently provided in your network (scenario 1) now get the service with the highest data rate of the pilot deployment or field trial scenario 2) instead. ] 


	(iii) The other services are provided with the same end-user QoS as it is currently the case.

	(iv) Limitations of the end-user QoS caused by the CPE[footnoteRef:8] should not be taken into account. [8:  Customer premises equipment] 




Please provide estimated[footnoteRef:9] values of the achievable end-user QoS in peak-time6 and since it depends on the circumstances of the individual end-users (e.g. loop length, copper quality) provide typical values (e.g. mean, range, no ‘up to’ values). Please provide such values for the following QoS parameters (see also Box 2 below):  [9:  Estimations based on your experiences with G.fast or a more advanced access technology e.g. data from measurements, simulations or calculations.] 

	QoS parameter
	Scenario 1
Current situation
	Scenario 2
Pilot deployment/
Field trial

	a) Aggregated data rate[footnoteRef:10] (Mbps)? [10:  Downlink plus uplink data rate. Please provide, if possible, the data rate of the transport layer protocol payload or otherwise specify the OSI layer to which it refers to and whether it refers to payload or gross bitrate.  ] 

	
	

	b) [bookmark: _Ref6506557]Downlink data rate[footnoteRef:11] (Mbps)?  [11:  Please provide, if possible, the data rate of the transport layer protocol payload or otherwise specify the OSI layer to which the data rate refers to and whether it refers to payload or gross bitrate.] 

	
	

	c) Uplink data rate11 (Mbps)?
	
	

	d) IP packet error ratio (Y.1540) (%)?
	
	

	e) IP packet loss ratio (Y.1540) (%)?
	
	

	f) [bookmark: _Ref7020801]Round-trip IP packet delay (RFC 2681) (ms)?
	
	

	g) [bookmark: _Ref7020805]IP packet delay variation (RFC 3393) (ms)?
	
	

	h) IP service availability (Y.1540) (% per year)?
	
	


Box 1: Note to the “achievable end-user QoS”:[footnoteRef:12] [12:  Please note that conditions (i)-(iv) listed above have to be fulfilled cumulatively.] 

[bookmark: _Hlk156570570]The “achievable data rate” is the data rate which an end-user would typically measure with an internet speed test during peak-time6 in case of conditions (i) to (iv) listed above. The “achievable data rate” is not the average data rate of the real end-user traffic in the network during peak-time,6 which depends on how end-users use their service.


Box 2: Note to the QoS parameters:
[bookmark: _Ref6306290] - 	The QoS parameters should be provided for the path from the end-user to the first point in the network where the traffic of the end-user services is handed over to other public networks (e.g. nearest peering point)[footnoteRef:13] and in case of round-trip parameters back to the end-user.  [13:  If this is not possible, then QoS parameter values between end-user and a centralised system are also possible. In this case, please provide information on this centralised system.] 

 - 	In case of the one-way parameters d), e), g) and h) the values should be as much as possible representative for both downlink and uplink. If this is not possible, then please provide the values separately for downlink and uplink.
 - 	In case values cannot be provided for a certain QoS parameter, please provide values for a comparable QoS parameter and information on that parameter in particular the standard on which it is based on.

[bookmark: _Ref525905486][bookmark: _Ref528502682]

(3) Parameters underlying your answers to question (2):

a) [bookmark: _Ref524520826][bookmark: _Ref525742439]On which access technology are your answers to question (2) based:

	
	Scenario 1
	Scenario 2

	(i) MGfast TDD (Yes/No)?
	
	

	(ii) G.fast (Yes/No)?
	
	

	(iii) Other access technology (Yes/No)?
If Yes, which access technology?
	

	




b) On which frequency spectrum usage are your answers to question (2) based:

	
	Scenario 1
	Scenario 2

	What is the upper edge of the frequency spectrum used (e.g. 212 MHz, 424 MHz)?
	
	

	What is the lower edge of the frequency spectrum used (e.g. 2.2 MHz, 20 MHz)?
	
	0 MHz 
(2.2 MHz)



c) On how many twisted pairs per end-user service (e.g. 1, 2-bonded) are your answers to question (2) based (please report separately for scenario 1 and 2, if the answer differs)?

d) On what typical (e.g. mean) length of the copper loop are your answers to question (2) based (please report separately for scenario 1 and 2, if the answer differs)?

e) On what typical (e.g. mean) attenuation of the copper loop (in dB) are your answers to question (2) based (please report separately for scenario 1 and 2, if the answer differs)? 

f) What is the average distance between the end-user and the first point in the network where the traffic of the end-user services is handed over to other public networks (see note to the QoS parameters above)?[footnoteRef:14] [14:  If you provided QoS parameter values between the end-user and a centralised system (see footnote 6), then provide here the information on the average distance between end-user and the centralised system.] 


g) On what IP packet size are your answers to questions (2)f) and (2)g) based:
(i) Round-trip IP packet delay (RFC 2681)?
(ii) IP packet delay variation (RFC 3393)?

h) On which other relevant parameters are your answers to question (2) based?

(4) What is the highest advertised data rate currently offered to end-users based on copper twisted pair access:
a) In downstream direction?
b) In upstream direction? 


(5) What is the status of the deployment of the technology according to question (3)a):
a) Field trials (Yes/No)?
b) Pilot deployment(s) (Yes/No)?
c) Regular operation (Yes/No)?

(6) Since when the technology according to question (3)a) has been deployed in your network?

(7) How many end-users are currently provided with services based on the technology according to question (3)a)?
a) =< 1000 ?
b) > 1,000 – 10,000 ?
c) > 10,000 – 100,000 ?
d) > 100,000 ?
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